
  
Eightfold Sdn Bhd (200701017119)   

 

 

Page 1 of 14   Update: 1 Jan 2022 

 

1
st
 Malaysia Radiation Protection Apparels Brand 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MalRay  

Block Shield Protect  
 

 

 

 

 

 



  
Eightfold Sdn Bhd (200701017119)   

 

 

Page 2 of 14   Update: 1 Jan 2022 

Eightfold Sdn Bhd (200701017119) 

MALAYSIA LEAD APRON BRAND 
ǒ  LEAD LT  ǒ  LOW LEAD/LIGHT WEIGHT ǒ  SUPER LEAD FREE 

  
Lead metal is the preferred material for radiation shielding and is highly 
effective in providing protection from sources of radiation. Having very 
evenly distribution of lead, the performance of the protection is perfect. 
Under the normal use, the lead equivalent will not attenuate. It is wearable 
X-ray protective materials, lead equivalent rubber sheet. 
 
DEFAULT FABRIC: 

¶ 210D Oxford Nylon Fabric 

¶ 420D Ripstop Nylon Fabric 

¶ 420D Oxford Nylon fabric 86T±2T 124g/m2 with single layer PU Coating 
15g/m2 base 

 
Comply with 
IEC61331:2014 

 

 
 
 

 

 
 

Why choose us? 

 
 

Visit us and get latest update at www.eighfold.com.my   

TESTED by AGENSI 

NUKLEAR MALAYSIA 

http://www.malray.net/
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LEAD LT SHIELDING LEAD EQUIVALENT 
  
Lead LT (Lead Polymer) apron is made of lead oxide and other composites dissolved in natural rubber, produce a 
homogeneous sheet that is excellent in radiation protection, flexible, long lasting and resistant to hardening. The 
special composites produce a protective apron that is lighter than those fabricated with last decade technology. 
Lead LT apron absorb up to 99% of scattered radiation that reaches protected object, and the stated lead 
equivalency are verified by facility with require test method comply with Standard IEC-EN 61331-01. The inner core 
material is certified to be in compliance, within an allowed +/-5% manufacturing tolerance (as mm Pb). 
 
 

LOW LEAD / LIGHT WEIGHT AND SUPER LEAD FREE APRON 
 
We carry protective apron in lead-free and Low Lead/Light Weight materials, to suffice customers that willing to pay 
more for lighter apparels. The material used are Edge Bi-layer products from UK. Super Lead Free takes 
advantage of the physics associated with using individual layers of specific materials to provide maximum 
attenuation by eliminating the effects of fluorescence and secondary scatter radiation with the low atomic weight 
metals used in Lead-free or low-Lead composites. 
 

No other Lead-free or low-Lead material passes IEC 61331-

1:2014, DIN 6857-1 and ASTM F2547-06 at a lower weight. 

 

LEAD LT, LOW LEAD/LIGHT WEIGHT OR LEAD FREE APRON? 
 
Below is a comparison of Malrayôs Lead LT (Lead Polymer) and Low Lead/Light Weight and super lead free apron 
in various aspects, to help the user in determination of type of apron to be used. 

 

 
 

Sample materials tested by  
Agensi Nuklear Malaysia 

 

 
 

 

Media

LEAD LT

(Lead Polymer)

Low lead/Light 
weight or No 

Lead (Lead Free, 
Super Lead Free)

Benefits

Most Economical

and Recyclable

Lightest weight, 
low lead or lead 

free, more 
environment 

friendly

Protection

Lead fibre and 
composites in 
natural rubber

Tungsten-
Antimony

Attenuation

0.5mm Pb Equiv. 
protection 

average 98% 
attenuation over 
80, 100, 120 KVp

0.5mm Pb Equiv. 
protection 

average 96% 
attenuation over 
80, 100, 120 KVp

Weight

4.5 kg

(Flexi Guard, Size 
L, 0.5mmPb front 
protection apron

4.2/3.4 kg

(Flexi Guard, Size 
L, 0.5mmPb
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Custom Apparel Quote Form Eightfold Sdn Bhd 

Custom Made Benefit: Custom made ensure best fit and comfort when wearing. On the other hand, it reduces overall 

weight of the apron by around 5 Ŝ 20%, which indirectly compensate the choice of lead free that cost double or triple 

the price! Please fill out the following form and submit for a pricing quote on all custom apparel. All custom sized 

apparel will include an additional fee for each item ordered. Custom sized apparel is non-refundable, non-returnable. 

CUSTOM SIZE APPAREL 
Please use the provided CAT numbers and pricing for each custom apparel item.  

ACP1 RM 280 for custom aprons, vests and skirts  

ACP2 RM 90 for custom apparel items (ex: Thyroid, Gonadal, Semi Guard  

ACP3 RM 90 for Embroidery single line up to 20 letters  

 
Name: __________________________________   Facility: ___________________________ Date: __________ 

 

Apron CAT#: ________________  Description: ____________________________________________________ 

 

Lead Type: ___________________ Lead Equivalent: _______ mmPb    Fabric color: ______________________ 

 

EMBROIDERY LINE 1, UP TO 20-LETTERS: ____________________________ 

 

 

Getting Accurate Measurements (all in cm) 
 

GENDER: M  /   F     OVERALL HEIGHT: _________cm 

 

BUST/CHEST (B): ___________________________ 

Circumference around the widest part of your chest.  

 

WAIST / TUMMY (C): _______________________ 

Standard Apron: measure your waistline.  

Skirt/Kilt: measure where you want the skirt/kilt  

top (may be higher than your regular waistline).  

 

HIP (D): __________________________________ 

 

LENGTH (A): 

FRONT APRON or WRAP-ROUND:_________ 

Sternal notch to just above the knee.  

 

VEST/TORSO (E): _________________________ 

Sternal Notch to desired length below your waist.  

 

SKIRT/KILT (F): ___________________________ 

Desired skirt/kilt top (may be above your regular 

waistline) to just above your knee.  

 

Please submit this information with your order. 
 

 

Embroidery Add -On Patch 
This flexible option has your information 
embroidered  onto a patch. Hook & Loop on the back 
of the patch  and on the garment secure the patch in 
place 
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CLEANING AND CARE 
 
Thank you for choosing MalRay for your radiation protection needs. X-ray aprons serve a very specific purpose, to 
protect and shield you from the potentially harmful effects of ionizing radiation. Shielding, one of the three concepts 
of basic radiation safety, should always be used when the use of time and distance principles are not possible. 
 
Protective x-ray aprons constructed of lead or a non-lead equivalent are designed to protect the radiosensitive 
areas of the body when it is necessary for the healthcare worker to be near the source of radiation. Typically, x-ray 
aprons will offer protection from 0.25mm to 0.5 mm lead equivalency. In some instances, wrap-around x-ray aprons 
are required when medical personnel will have their backs exposed to the radiation source. 
 
Lead rubber is a very flexible and durable lead shielding products however, it still requires proper care in order to 
maximize its use and produce best result in term of radiation safety. 
 
The following are recommended actions for the care of X-ray protective apron: 
 
1. Regular Inspect and check apron for defects, cracks, creases, and perforations  
X-ray aprons should be evaluated every 12 months to determine if replacement is needed, depending on the 
amount of usage and general wear and tear. It is advisable to perform more frequent inspection once it have been 
used for more than 5 years. To ensure proper inspection procedure, it is recommended to send the lead apron to 
a qualified lab to perform annual inspection and safety validation. 
 
2. Clean Regularly 
X-ray Aprons should be cleaned daily or weekly (depend on usage) and deodorized by scrubbing with a soft bristle 
brush, using cold water and a mild detergent. Completely remove cleaning residue by thoroughly rinsing with clean, 
cold water. 

¶ Never use products that contain bleach. 

¶ Do not soak or submerge x-ray apron in water. 

¶ Do not machine launder, autoclave or dry-clean. 

¶ Once cleaning is complete, if possible, hang the apron on the designated apron wall rack to air dry. 
 
3. Properly Store X-Ray Aprons 
The x-ray apron manufacturerôs recommendation regarding the proper handling and storage of the apron must be 
strictly observed. When not in use, x-ray aprons must be stored on hangers to prevent cracks in the protective lead. 
If possible, do not store the x-ray apron on a flat surface. Aprons should be hung by the shoulder or on an approved 
apron hanger. Aprons should never be folded or creased, to avoid damaging the lead lining or lead rubber. ñCracks 
in the lead lining can develop at the fold, reducing the useful life of the apronĭ.ò Hook and loop fasteners must be 
secured properly to avoid snagging or tearing of fabric, always store apron with fasteners completely secured. 
 
4.  Dispose of Lead Aprons Properly 
X-ray protective aprons that contain lead cannot be disposed of as municipal solid waste. Consequently, they must 
be disposed of as hazardous waste or recycled. The user may send it back to us or contact us for any further 
information on handling of disposal. 
 
5. Sit While Wearing Your Apron 
Unless the x-ray apron has been designed specifically for seated procedures, you will want to avoid sitting while 
wearing your apron. Cracks in the lead lining can develop while wearing the apron if seated. Also, you will want to 
avoid sitting on the apron for the same reason. 
 
6. Expose Apron to Extreme Temperatures  
The x-ray apron shall be avoid for being exposed to extreme hot or cold temperatures or to direct sunlight. 
 
7. Lean Against Pointed Objects or Sharp Edges 
Avoid storing sharp objects in the pockets. X-ray aprons can become damaged while leaning up against sharp or 
pointed objects, creating perforations in the lead lining and reducing the attenuating qualities of the lead. 
 
8. Store Aprons Over Chair Backs or Equipment 
Laying aprons over a chair back or piece of equipment can create creases in the lead lining and can reduce the 
useful life of the apron. 
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FULL PROTECTION APRON 
 

WRAP ROUND GUARD (FULL OVERLAP) 
 

Wrap around, full -body protection coat -style garment . 
Distributes weight between shoulders and hips. 0.5mmPb 
equivalency protection front, 0.25mm back. Buckle closure. 
Generous armholes for EZ-fit.  
 
Suitable for use in medical imaging / diagnostic department 
that poses risk of frequent exposure to X -ray environment.  

 
CAT#: ELWA /  EWWA /  EGWA 
Material  : Lead LT / Low Lead / Super Lead Free 
Lead Equiv. : Back 0.25 / Front 0.5  

 
Size: 
S 850 x 530mm 

M 900 x 550mm 

L 1000 x 600mm 

XL 1100 x 600mm 

2XL 1200 x 625mm 

*The size is for reference purpose only and the actual 
garment size depends on the final order and size adjustment.  

 

 

Fabric color:  
 

 
 

 
 

 

VEST N SKIRT GUARD  
 
CAT#: EWVG, EWKG / EGVG, EGKG 
Full front overlap design saves weight. Distributes weight 

between shoulders and hips. 0.5mm Pb equivalency 

protection front, 0.25mm back. Hook and Loop closure is 

fast and easy.  

Lead equiv : Back 0.25 / Front 0.5  

S 850 x 530mm 

M 900 x 550mm 

L 1000 x 600mm 

XL 1100 x 600mm 

2XL 1200 x 625mm 

 *The size is for reference purpose only and the actual garment size 
depends on the final order and size adjustment. 
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MAX GUARD 
 

Overlap offers full -body protection. Distributes weight 
between shoulders and hips. 0.5mmPb equivalency 
protection front, 0.25mm back. Hook & loop closure. 
Generous armholes for EZ-fit.  
 
Suitable for use in medical imaging / diagnostic department 
that poses risk of frequent exposure to X -ray environment.  

 
CAT#: EWDA / EGDA 
Material  : Low Lead / Super Lead Free 
Lead Equiv. : 0.35 / 0.5  
 

S 850 x 530mm 

M 900 x 550mm 

L 1000 x 600mm 

XL 1100 x 600mm 

2XL 1200 x 625mm 

*The size is for reference purpose only and the actual garment 
size depends on the final order and size adjustment. 
 

Fabric color  
 

 
 

 
 
       

 

 
   

 

HALF APRON - LAP GUARD   
 
Easy-to-use hook and loop / Buckle Closure  
Excellent protection  for patient and staff.  

CAT#  : ELLG / EWLG / EGLG 
Material  : Lead LT / Low Lead / Super Lead Free 
Lead equiv : 0.35/0.5mmPb  
 

Size Width  x Length (mm)  Belt length ( width ) 

P 250 (W) x 250 (L) 800mm (38mm) 

S 300 (W) x 300 (L) 900mm (38mm) 

M 400 (W) x 360 (L)  1050mm (38mm) 

L 500 (W) x 420 (L) 1200mm (38mm) 

XL 550 (W) x 500 (L) 1400mm (38mm) 
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FRONT APRON - EZ GUARD 
 

 
   

All Purpose Front Protection Apron. EZ-On / EZ-Off.  
Available with  an easy criss-cross back and Hook and 
Loop closure on the front.  Optional Buckle strap 
closure. Perfect for every day imaging protection.  

CAT#        : ELEZ / EWEZ / EGEZ 
Material        : Lead LT / Low Lead / Super Lead Free 
Lead Equiv.  : 0.5  
 

P 800 x 500mm 

S 850 x 530mm 

M 900 x 550mm 

L 1000 x 600mm 

XL 1100 x 625mm 

2XL 1200 x 650mm 

 
¶ The size is approximate only and the actual apparel size may 

differ up to 5% from listed. 
 

 

        
   

 
 
 
 
 
NEW FABRIC COLOR 
 
420D RIPSTOP DIAMOND NYLON FABRIC 

      
FLRS-06 SAPPHIRE FLRS-14A ONYX FLRS-14 RUBY FLRS-31 EMERALD FLRS-39 PERIDOT FLRS-NAVY BLUE 

 

420D OXFORD POLYESTER + PU COATING 

         
ZLOF-01 BLUE ZLOF-02 WINE RED ZLOF-03 OLIVE ZLOF-04 NAVY BL ZLOF-05 ORANGE LXOF-06 GIRAFFE 

  


